
For NS27, NS17 and  NS17A
mortise deadlocks into metal hinged doors

Tools required

Power drill with a set of HSS drill bits
Power jigsaw with metal cutting blades
Files 25mm (1") and 13mm (1/2"), medium and fine
Pencil
Rule
Pozidrive screwdrivers - medium and small

Lock

1 If only a lock is being fitted, position equal distances
from top and bottom of the door, taking care not to
position the lock where its installation would damage the
door construction.

Hold lock body against door edge and mark height of
the forend as illustrated.

2 Between the two lines mark a central vertical line. 

On the vertical line, measure 13mm from the top
horizontal line to mark the centre line of the top fixing
hole. 

On this centre, drill a hole in the door frame to match the
6mmø hole in the forend.

3 With the bolt retracted, locate the the forend in
position using the supplied 6mmø fixing bolt.  Check that
the forend is vertical and top of the forend is in line with
the top horizontal line. 

Draw round the forend with a sharp pencil.

4 Use drills, jigsaw and files to create a aperture that is a
snug fit around the forend.
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5 Screw the fixing plates to the forend as illustrated such
that the fixing plates are flush with the long edge of the
forend.

Insert the forend of the lock into the aperture and mark
the position of the centre of the remaining threaded
holes in the fixing plates. 

6 Remove the lock and the fixing plates. Drill two 6mm
(1/ 4") holes on the marked centres, counter sink and then
fit the fixing plates to the inside of the door section in a
vertical position. 

Fit the lock by screwing to the fixing plates, if the door
section is thicker than the forend (3mm) then a washer or
packing piece will be required between the lock and the
fixing plates. If the door section is thinner than the forend
then a washer or packing piece will be required between
the door and the fixing plates.

With the lock in the door as shown in 6 and the bolt
pointing left, measure from the bottom of the forend
48mm (1 7/ 8") then square across from the face of the
forend measure 22mm ( 7/ 8") and mark the centre of the
keyhole. For the reverse keyhole, measure from the
bottom of the forend 121mm (4 3/ 4") and square across
from the face of the forend measure 22mm ( 7/ 8") and
mark the centre of the other keyhole.

Remove the lock.

Using the 14mm ( 9/ 16") bit, drill each keyhole separately.
DO NOT drill right through, only drill into the section. 

Replace the lock and screw to the fixing plates.

Plain Escutcheon

7 Insert the key through the plain escutcheon into the
lock. The plain escutcheon is fitted to the inside of the
door.

The keyway in the escutcheon must be in line with the
keyway in the lock.

Mark the position of the fixing holes in the escutcheon
with the key in the lock. Remove the lock. Drill 3mm ( 1/ 8")
diameter holes on these centres (29mm) and use 13mm
(1/ 2") N¼ 4 self tapping screws supplied to fix the
escutcheon to the aluminium backing plate. Ensure the
key turns freely and can be withdrawn and re-inserted
without contact or binding.
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